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The A60 SSRE Semi-Watertight Sliding Door combines
certified A60 fire protection with reliable water resistance
for marine applications. 

A60 SSRE SEMI WATERTIGHT SLIDING DOOR  
FIRE PROTECTION & WATER RESISTANCE

KEY TECHNICAL FEATURES

Fully MED-B Certified 

Single Leaf A60 fire rated  

Maximum clear opening up to 2210 mm x 2410 mm

Water column up to 3 meters

SEMI-WATERTIGHT SLIDING DOORS

PRODUCT OVERVIEW

Bolt-on or welded installation 

Intelligent lip seal with adjustable seal holder 

Steel/AISI304/AISI316 

Designed for long service life 

AVAILABLE OPTIONS

HEAD PRESSURE RATINGS

2000 mm x 900 mm: 30 kN/m² (0.3 bar)

2000 mm x 1200 mm: 26 kN/m² (0.26 bar)

2000 mm x 1500 mm: 17.5 kN/m² (0.175 bar)

2000 mm x 2400 mm: 12 kN/m² (0.12 bar)

**For special dimensions, maximum head pressure will be provided accordingly 

HEAD OFFICE

Advanced Pneumatic
Marine GmbH

Weddernkamp 6
23858 Reinfeld

CONTACT

www.ap-marine.com
sales@ap-marine.com
+49 4533 20 80 350
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